
 

CHHATTISGARH MEDICAL SERVICES CORPORATION LTD. 
(Chhattisgarh Govt. Undertaking) 

  NOTICE FOR AMENDMENT 

Tender Ref. No: 62E(P)/CGMSC/EQP/2017,Dt 14/08/2017 
 
S.NO Particulars (as per existing tender) Amended Particulars (as per existing tender) Amended 
1.0 Last Date For Online Submission Of  

Tender: 18/09/2017 
Last Date For Online Submission Of Tender: 

  18/09/2017 
2.0 ANNEXURE: II (SPECIFICATION) 
2.1 GMCJ56 (Echo cardiology System) 
a. 1. 2-7 Broadband Matrix TEE Transducer for Adult 

imaging.This probe must support a 
minimum of 2500 elements for exceptional 2D image 
quality on difficult to image 
patient. Please mention No of crystals used in the 
transducer. System offered with normal 
transducers for adult echo are liable for rejection. 
This probe should be of the smallest 
foot print. 

deleted 

b. 2. 4- 7MHz Broadband Pediatric TEE Transducer 
The tip size should be smaller than the adult TEE 
probe 

deleted 

2.2 GMCJ58(Operating theatre light) 
a. Surgical Lighthead with five Projectors , Ceiling 

Suspended  
Light intensity (Ec) at least150 000 lx  
Color rendering index (general) Ra 96  
Color rendering index (red) R9 89  
Light field size 15 – 30 cm.  
Colour temperature 4200º Kelvin  
Working range without focusing approximately 
70 – 140 cm  
Power supply 220 VAC, 50 Hz  
Adjustable light intensity  
Power Supply , 220V/50 Hz.  
Power Stabilizer shall be supplied  
This equipment shall be supplied with all 
necessary fixation gears to the Building structure  
Replacement Bulbs (5) and Sterilizable Handles 
(5) shall be supplied 

A. General Specification :  
1. The unit shall it should have following 

certificates which should be submitted along 
with the tender-ISO 9001:2008, ISO 
13485:2003, CE Certificate 

2. The unit shall compliance international 
standards 

3. The manufacturer/supplier shall provide the 
spare parts of the unit up to life time of the unit.  

4. It should be an imported Item, valid certificate 
for the same should be submitted along with the 
documents.  

5. The manufacturer/supplier shall have 
experience in selling/installation of above units 
in Govt. sector 

B. Technical Specifications  
Should have the following key features :-  

- One major and one satellite dome  
- Single colour white LED,s  
- Reflector based LED Technology  
- Arrangement of LED in such a way that shadow 

free and deep cavity illumination is achieved 
- Efficient heat management system through heat 

sink and low power consp. (aluminium housing) 
- It should be provided with wall control panel 

apart from remote control and inbuilt control to 
adjust light intensity and camera zoom 
operation . 

- 360 deg rotation of domes  
- It should have HD camera system centrally 

mounted which should be able to rotate 330deg  
- Wireless remote control system should be 

provided to operate control the intensity of light 
and zoom of camera 

- Light should have touch screen control panel at 
the dome for intensity control and camera zoom 



operation. Touch button or membrane type key 
shall not be accepted.  

- It should have facility for digital streaming that 
follows live transmission from the operating 
room to the local lecture hall for education 
purpose or to another surgeon across the globe.  
Technical Data :  

- Intensity Range (Lux) 130-160K 
- Life time of light source (h) >30,000 
- Light Field Diameter 9mm) 195-280 
- Depth of Field L1+12(mm) 1200 
- CRI (Ra) 95 
- Colour Temp(K)>4350 
- Light sources LED white light 
- Radiant Energy 3,4m W/m21 x or more  
- Temp increase at surgeons head<2 deg 
- Certification  European CE  
- Working Area from/to (mm) 600-1500  
- Power supply- primary(V) 90-240  

2.3 GMCJ60(O.T. Light With LED System) 
a. 1- Compact design  

2- Easy installation  
3- Comes with overload protection  
4- Short exposure time. 

C. General Specification :  
6. The unit shall it should have following 

certificates which should be submitted along 
with the tender-ISO 9001:2008, ISO 
13485:2003, CE Certificate 

7. The unit shall compliance international 
standards 

8. The manufacturer/supplier shall provide the 
spare parts of the unit up to life time of the unit.  

9. It should be an imported Item, valid certificate 
for the same should be submitted along with the 
documents.  

10. The manufacturer/supplier shall have 
experience in selling/installation of above units 
in Govt. sector 

D. Technical Specifications  
Should have the following key features :-  

- One major and one satellite dome  
- Single colour white LED,s  
- Reflector based LED Technology  
- Arrangement of LED in such a way that shadow 

free and deep cavity illumination is achieved 
- Efficient heat management system through heat 

sink and low power consp. (aluminium housing) 
- It should be provided with wall control panel 

apart from remote control and inbuilt control to 
adjust light intensity and camera zoom 
operation . 

- 360 deg rotation of domes  
- It should have HD camera system centrally 

mounted which should be able to rotate 330deg  
- Wireless remote control system should be 

provided to operate control the intensity of light 
and zoom of camera 

- Light should have touch screen control panel at 
the dome for intensity control and camera zoom 
operation. Touch button or membrane type key 
shall not be accepted.  

- It should have facility for digital streaming that 
follows live transmission from the operating 
room to the local lecture hall for education 
purpose or to another surgeon across the globe.  
Technical Data :  

- Intensity Range (Lux) 130-160K 
- Life time of light source (h) >30,000 



- Light Field Diameter 9mm) 195-280 
- Depth of Field L1+12(mm) 1200 
- CRI (Ra) 95 
- Colour Temp(K)>4350 
- Light sources LED white light 
- Radiant Energy 3,4m W/m21 x or more  
- Temp increase at surgeons head<2 deg 
- Certification  European CE  
- Working Area from/to (mm) 600-1500  
- Power supply- primary(V) 90-240  

2.4 GMCJ63 (ECG MACHINE) 
a.  Add: 

1. The system should have minimum 5” screen 
size.  

2. The system should have battery backup of 6 
hours.  

3. The system should have on ECG review 
facility.  

4. Machine should have facility to take ECG 
Record on USB in PDF format. 

5. Machine should have facility of storing at least 
600 ECG’s  

 
2.5 GMCJ64 (Defibrillator) 
a.  Add: 

 1. Screen Size 8” 
2. It should be upgradable ETCO2 

 
 

Sd/- 
Managing Director 

CGMSC Ltd., Raipur Chhattisgarh  


